Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/Region 11516 118116 |Difference | 1116115 | Pereent | 44744 11516 | 1memns | Pereent
Change Change
Refiner Inputs and Utilization
Crude Oil Inputs .. 16,190 16,423 -233 14,909 8.6 15,216 16,478 15,900 3.6
East Coast (PADD 1) 1,198 1,146 51 996 20.3 902 1,174 1,108 6.0
Midwest (PADD 2) ... 3,800 3,708 92 3,179 19.5 3,287 3,710 3,498 6.1
Gulf Coast (PADD 3) ... 8,191 8,562 -370 7,844 4.4 8,011 8,603 8,282 3.9
Rocky Mountain (PADD 4) . 599 615 -16 577 3.8 578 607 592 25
West Coast (PADD 5) . 2,401 2,392 9 2,312 3.9 2,439 2,384 2,420 -1.5
Gross Inputs ............... 16,425 16,530 -105 15,250 7.7 15,408 16,625 16,256 2.3
East Coast (PADD 1) 1,196 1,137 60 997 20.0 909 1,167 1,112 5.0
Midwest (PADD 2) ... 3,807 3,711 95 3,182 19.6 3,293 3,713 3,508 5.8
Gulf Coast (PADD 3) ... 8,211 8,545 -334 8,038 22 7,998 8,607 8,488 1.4
Rocky Mountain (PADD 4) . 600 613 -13 579 3.6 580 606 597 1.6
West Coast (PADD 5) . 2,611 2,524 87 2,454 6.4 2,629 2,532 2,553 -0.8
Operable Capacity’ .... 18,125 18,125 0 17,830 1.7 17,818 18,125 17,822 1.7
East Coast (PADD 1) 1,273 1,273 0 1,297 -1.9 1,297 1,273 1,297 -1.9
Midwest (PADD 2) ... 3,878 3,878 0 3,810 1.8 3,769 3,878 3,810 1.8
Gulf Coast (PADD 3) ... 9,391 9,391 0 9,170 24 9,093 9,391 9,162 25
Rocky Mountain (PADD 4) . 651 651 0 647 0.6 630 651 647 0.6
West Coast (PADD 5) . 2,933 2,933 0 2,907 0.9 3,029 2,933 2,907 0.9
Percent Utilization? .... 90.6 91.2 -0.6 85.5 -— 86.5 91.7 91.2 -—
East Coast (PADD 1) 94.0 89.3 4.7 76.8 -= 70.1 91.7 85.7 -=
Midwest (PADD 2) ... 98.2 95.7 25 83.5 - 87.4 95.7 92.1 -——
Gulf Coast (PADD 3) ... 87.4 91.0 -3.5 87.7 —= 88.0 91.6 92.6 —=
Rocky Mountain (PADD 4) . 92.2 94.1 -1.9 89.6 -— 92.1 93.1 92.2 -—
West Coast (PADD 5) 89.0 86.0 3.0 84.4 —-= 86.8 86.3 87.8 -
Refiner and Blender Net Production
Finished Motor Gasoline3 ..............c.cccccoovevevein.. 9,453 8,820 633 9,215 2.6 8,475 9,240 9,309 -0.7
Finished Motor Gasoline (excl. Adjustment)* 9,735 9,018 77 9,451 3.0 8,938 9,421 9,329 1.0
East Coast (PADD 1) .... 3,065 2,805 260 3,002 2.1 2,734 2,972 2,860 3.9
Midwest (PADD 2) ..... 2,516 2,306 210 2,388 5.4 2,252 2,434 2,378 23
Gulf Coast (PADD 3) .. 2,392 2,217 175 2,224 7.6 2,071 2,270 2,264 0.3
Rocky Mountain (PADD 4) 297 312 -16 314 -5.5 329 304 310 -2.0
West Coast (PADD 5) ... 1,465 1,378 87 1,523 -3.8 1,551 1,442 1,518 -5.0
Reformulated? ... 3,099 2,863 235 3,014 2.8 2,890 2,994 2,936 2.0
Conventional* . 6,637 6,155 482 6,437 3.1 6,048 6,428 6,394 0.5
Adjustment® ... -282 -198 -84 -236 -= -463 -181 -21 -=
Kerosene-Type Jet Fue 1,547 1,643 -95 1,511 24 1,504 1,641 1,603 24
East Coast (PADD 1) .. 88 97 -9 98 -10.5 52 91 98 -7.2
Midwest (PADD 2) .. 253 230 23 195 29.6 198 239 224 6.8
Gulf Coast (PADD 3) ... 772 839 -67 720 7.2 758 853 814 4.7
Rocky Mountain (PADD 34 38 -4 31 9.1 34 34 29 17.0
West Coast (PADD 5) .... 401 438 -38 467 -14.1 464 425 438 -3.0
Distillate Fuel Oil ........... 4,552 4,760 -208 4,768 -4.5 4,468 4,804 5,091 -5.6
East Coast (PADD 1) .. 348 340 8 272 28.1 281 348 315 10.4
Midwest (PADD 2) .. 1,034 1,072 -37 947 9.3 890 1,064 1,079 -1.4
Gulf Coast (PADD 3) ... 2,471 2,605 -135 2,750 -10.2 2,528 2,652 2,865 -7.5
Rocky Mountain (PADD 4) 195 221 -26 196 -0.8 180 205 211 -2.6
West Coast (PADD 5) . 505 522 -18 603 -16.4 589 536 621 -13.7
15 ppm sulfur and Under . 4,253 4,480 -227 4,410 -3.5 4,070 4,522 4,755 -4.9
> 15 ppm to 500 ppm sulfur 105 130 -25 82 28.3 138 109 127 -13.7
> 500 ppm sulfur 194 150 44 277 -29.7 261 173 209 -17.0
Residual Fuel Oil 391 350 41 322 213 590 368 361 2.0
East Coast (PADD 1) .. 49 42 7 47 4.2 47 46 48 -4.2
Midwest (PADD 2) .. 47 48 -1 33 40.8 59 46 33 40.0
Gulf Coast (PADD 3) ... 169 153 16 127 32.7 352 164 151 8.9
Rocky Mountain (PADD 4) ... 11 13 -1 15 -22.3 12 12 15 -20.7
West Coast (PADD 5) .... 115 95 20 101 14.8 120 100 114 -12.5
PropanelProperne6 ..... 1,684 1,698 -14 1,533 9.9 1,401 1,675 1,573 6.5
East Coast (PADD 1) .. 150 157 -7 161 -6.8 133 154 165 -6.8
Midwest (PADD 2) 356 363 -8 316 12.7 245 351 326 7.6
Gulf Coast (PADD 3) 989 1,002 -13 868 13.9 851 994 879 13.1
PADDs 4 and 5 189 175 14 188 0.4 172 177 203 -12.8
Ethanol Plant Production

Fuel Ethanol 983 1,003 -20 979 0.4 905 993 970 24
East Coast (PADD 1) .. w w w w w w w w w
Midwest (PADD 2) .. 900 918 -18 905 -0.5 840 909 889 2.3
Gulf Coast (PADD 3) ... W w W W W W w w W
Rocky Mountain (PADD 4) W w W W W W W W W
West Coast (PADD 5) w W w w W w w w w

= Not Applicable.

~ = Data Not Available.
VY = Data Withheld.
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Based on the latest reported monthly operable capacity.

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol
and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

3

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.

Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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